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SECTION C

DESIGNER NOTES

FOR PARAPET 'LF' DETAILS & REINFORCING DETAILS
SEE SLOPED FACE PARAPET 'LF'. (STANDARD 30.12)

ALL PARAPET FOOTING BARS SHALL BE EPOXY COATED.

CONST. JT. -STRIKE OFF AS
SHOWN & LEAVE ROUGH

SDWK. WIDTH PLUS RAIL WIDTH TO EDGE OF SLAB
6" 1'/4" DIA. ST'D. PIPE
9 GAGE CHAIN LINK FENCING,
POST AT 8'-0" MAX. /2“ MESH. KNUCKLED TOP
SPACING FOR H = 3'-7" AND BOTTOM. FABRIC 1-5%"
& 6'-0" MAX. SPACING HEIGHT = 42", 48", 60" 8
FOR H = 4'-6" & 5‘*1“*>‘ / /
T
| "
\ iy
in
SEE ST'D. 30.11 FOR |
ADDITIONAL DETAILS —— 771 x
‘ - SEE PARAPET 'LF' FOR REINFORCEMENT DETAILS
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—=1 |5~ %" CONTINUOUS DRIP GROOVE.

END DRIP GROOVE 2'-0" FROM
SUPPORTS.

5'-6" MAX. OVERHANG
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